
California St

Ca
st

ro
 S

t

Portola Dr

24th St

Silver Ave

Ch
ur

ch
 S

t

WEST PORTAL
STATION

O'Shaugnessy Blvd

Diamond Heights Blvd

24TH ST MISSION
STATION

16TH ST MISSION
STATION

CASTRO
STATION

CHURCH ST
STATION

VAN NESS
STATION

CIVIC CENTER
STATION

POWELL ST
STATION

MONTGOMERY ST
STATION

EMBARCADERO
STATION

Parnassus Ave

Co
le 

St

9th
 A

ve

Quintara St

Market St

Masonic Ave

Cortland Ave

Crescent Ave

Fo
lso

m 
St

Mi
ss

ion
 S

t

Palou Ave

Hayes St

Potrero Ave

Bayshore Blvd
San Bruno Ave

Sloat Blvd

Judah St

19
th

 A
ve

Th
ird

 S
t

TRANSBAY
TERMINAL
(TEMPORARY)

SAN FRANCISCO
STATION

22ND ST
STATION

Steuart St

Spear St

Stanyan St

Frederick St

10
th

 A
ve

Quintara St

14th Ave

Taraval St

Cl
ay

to
n S

t

17th St

14th St

Sa
nc

he
z S

t

Roosevelt WayBuena Vista Ave

Lawton St

7th
 A

ve

Laguna Honda Blvd

Folsom St

25th Ave

Van Ness Ave

Harri
son St

11th St

Fulton St

Haight St

Lin
co

ln 
Bl

vd

Mission St

Geary Blvd

California St

Geary Blvd

Monterey Blvd

30th St

GLEN PARK
STATION

FOREST HILL
STATION

2nd St

Townsend St

Evans Ave

Jackson St

Innes Ave

Broadway  

16th St

Connecticut St

Line 6 - Parnassus

0 0.4 0.8
Miles°February 2011

Map Updated

Recommended Route Alignment
Route Type
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Local
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*Only the showcased route and related
routes are shown in color.  The rest of
the recommended network is shown in gray. Specialized 
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Summary of Recommendations for 6 Parnassus: 
 Would be rerouted via Stanyan between Haight and Parnassus to provide 

increased service in the busiest part of Haight Street; lower ridership segment in 
Ashbury Heights would be discontinued to conserve resources 

 Combined with 71L, would provide local and limited stop service along the full 
length of Haight St.  

 Modified by SFMTA Board Ad Hoc TEP Review Committee to study both the 
proposed and existing route alignments in Ashbury Heights during environmental 
assessment 

 Shown with two-way service on lower Haight St. to be consistent with related 
project (currently in design phase) to mitigate impacts of Octavia Boulevard 
congestion. 

 Overhead wires would be extended to West Portal Station via 14th Ave. and 
Taraval St.  

 Current and proposed frequencies – 10 min peaks; 12 min daytime; 20 min 
evening 

Existing Segment Pending Further Study
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Segment would be covered by
another recommended route




